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Specifications for the CF8200P

Cleaning
Ultras onic cavitabon followed by

hugh pressure low volume drying

Buffing
Removable submerged rotary
buffing system provides addioonal

clearung acton

Cleaning Agent
Perchloroethylens. Can be factory
modiied o cperate

Novec ™ Engineered

Film Capacity

AN fame 3 e Erry
AN Teet meaters Brmim,

Super 1&mm and 3ISmm

Film S5peed

rim Jpeed U feet per minute and
D&y ong

Transport
Microprocessor controlled ransport

featuring one way clutch on take up

reel for ey threading of core

Display

2 line x 20 character vacuum
flucrescent uwser interface dsplay
Digmal footage counter, pressure

ENd TEMperaiure galuges

Cleaning Tank Capacity

3% gallons (13.5 licers)
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Distiliation Tank Capacity
44 gallons (17 hiters)

Distillation Time

Approcamately 3 172 hours

Wi A £ 1 -

208-240v, 60 Hz single phase
- - -

35 amps. Export version 50 Hz

Net Weight

U s, (SUU kg
Shipping Weight

Approcmmately 1350 Ibs. (610 kg

Dimensions

44"™W x 33D x 7TT"H
base | 12 x B4om, hesght | 96cm

Options

Modek for Bmm, Super-Bmm
65 and 70men film
rive sprockes

6000 foot reel length capaciy

High Speed Cpton
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Spedifications are subject to
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change without notice

Ready to Serve You

Anywhere in the World

@ Capright 1007



